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GRAPHIC SCALE

PLANT NOTES

1. EXACT LOCATION OF PROPOSED PLANTINGS, SPECIES TYPES AND
QUANTITIES MAY VARY FROM THIS PLAN BASED ON SITE PLAN
REVISIONS AND/OR ACTUAL FIELD CONDITIONS.

2. SPRAY NEW PLANTINGS WITH A WHITE-TAILED DEER REPELLENT
IMMEDIATELY AFTER PLANTING AND AS NEEDED TO MAINTAIN NEW
PLANTINGS FREE OF SIGNIFICANT DEER BROWSING.

3. THIS PLAN FOR PLANTING PURPOSES ONLY. SEE PLANS BY OTHERS FOR
ADDITIONAL INFORMATION.

4. PLANT SPECIES SUBSTITUTIONS MAY BE MADE WITH THE APPROVAL OF
THE PROJECT LANDSCAPE ARCHITECT PRIOR TO PLANTING.
SUBSTITUTED PLANTS SHALL BE AT AN EQUAL OR GREATER SIZE AS
NOTED USING A SIMILAR TYPE PLANT.

5.  ALLPLANTING METHODS SHALL BE IN ACCORDANCE WITH THE
"AMERICAN STANDARDS FOR NURSERY STOCK", LATEST EDITION, AS
PUBLISHED BY THE AMERICAN NURSERY & LANDSCAPE ASSOCIATION.

6. INTHE EVENT OF A DISCREPANCY BETWEEN THE QUANTITIES OF
PLANTS IN THE "PLANT LIST" AND THE ACTUAL QUANTITIES SHOWN ON
THE PLAN, THE PLAN SHALL GOVERN.

7. EXISTING AND PROPOSED CONTOURS AND UTILITIES ARE SHOWN FOR
GRAPHIC REPRESENTATION ONLY AND MAY VARY FROM THIS PLAN.
SEE PLANS PREPARED BY OTHER FOR EXISTING AND PROPOSED
GRADING AND UTILITIES.

8. MULCH PLANTING BEDS AND TREES WITH A 2.5" THICK LAYER OF
SHREDDED BARK MULCH. MAINTAIN 4" AREA SURROUNDING TREE
TRUNKS FREE OF MULCH.
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QTY  KEY BOTANICAL NAME COMMON NAME

SHADE TREES

5 QB QUERCUS BICOLOR SWAMP WHITE OAK

4 QP QUERCUS PALUSTRIS PIN OAK

7 TA TILIA AMERICANA 'REDMOND' REDMOND LINDEN
MIDSIZE TREE

3 WK CRATAEGUS '"WINTER KING' WINTER KING HAWTHORN
EVERGREENS

2 DL ILEX OPACA 'DRAGON LADY' DRAGON LADY HOLLY

4 PP PICEA PUNGENS SPRUCE

7 GG THUJA 'GREEN GIANT' GREEN GIANT ARBORVITAE
SHRUBS

15 IG ILEX GLABRA 'SHAMROCK' COMPACT INKBERRY

GROUNDCOVERS/PERENNIALS
20 BW ASCLEPIAS TUBEROSA BUTERFLY WEED
6 SG PANICUM VIRGATUM 'SHENANDOAH' SHENANDOAH SWITCHGRASS

SIZE

2-2.5" CAL.
2-2.5
2-2.5" CAL.

2-21/2" CAL.

5-6' HT.
7-8' HT.
7-8' HT.

2-3'HT.

1 GAL.
1 GAL.

ROOT

B&B

B&B

B&B

B&B
B&B
B&B

CONT.

CONT.
CONT.

REMARKS

FULL

FULL

FULL
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SEEDING NOTES

1. FORALL SEEDING AREAS, APPLY SEED MIX AT THE METHODS
AND 125% THE RATE RECOMMENDED BY THE
MANUFACTURER. SEED MIX SUBSTITUTIONS SHALL BE
APPROVED BY THE PROJECT LANDSCAPE ARCHITECT PRIOR TO
USE. APPLY SOIL AMENDMENTS AS NEEDED TO ESTABLISH
PROPER SEED GERMINATION AND GROWTH.

2. UPLAND MEADOW: UNLESS ROCK, SEED DISTURBED
MEADOW AREAS WITH "NEW ENGLAND CONSERVATION /
WILDLIFE MIX" BY NEW ENGLAND WETLAND PLANTS, INC.
(413-548-8000).

3. LAWN : SEED NEW LAWN AREAS WITH A HIGH QUALITY TURF
TYPE SEED MIXTURE CONSISTING OF BLUEGRASS, FESCUE
AND PERENNIAL RYEGRASS.

LEGEND GENERAL NOTES

— — — c— PROPERTY LINE 1. EXISTING AND PROPOSED SITE INFORMATION
WL214 TAKEN FROM A DIGITAL AUTOCADD SITE PLAN
WETLAND LINE ENTITLED "SITE DEVELOPMENT PLAN," PREPARED
_ — 100' UPLAND WETLAND REVIEW LIMIT BY McCHORD ENGINEERING ASSOCIATES, DATED
FEB. 10, 2026.

EXISTING CONTOUR

2. THE CONTRACTOR SHALL VERIFY WITH THE

462 PROPOSED CONTOUR PROJECT ENGINEER THAT THE NEW PLANTINGS DO
———— NOT INTERFERE WITH EXISTING AND/OR PROPOSED
NEW / EX. LAWN AREA UTILITIES, SIGHT LINES, AND/OR STRUCTURES

WHEN ACTUALLY FIELD LOCATIONS ARE

@O @ NewsHRUB

DETERMINED.
O% NEW DECIDUOUS TREE

23.3" |
EXISTING TREE (TO BE REMOVED) _
> < & NEW BOULDER ROW T
EX. WOODED AREA TO REMAIN SLING MICRO
STRIKE AREA
LIGHT BY XO.
€—— POLE (4" DIA.)
4 POLE (4" DIA.)
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NOTE
1. LIGHT FIXTURE (GARDCO LED WALL SCONCE 101L) BY PHILIPS. INSTALL NOTES:
LIGHT FIXTURE PER MANUFACTURER'S RECOMMENDATIONS. LED COLOR 1. POLE AND LIGHT FIXTURE TO BE BLACK IN COLOR.
SHALL BE 4000K. 2. INSTALL POLE AND LIGHT FIXTURE AS PER THE
2. FIXTURE SHALL MATCH BUILDING COLOR. MANUFACTURER'S RECOMMENDATIONS.
3. ALIGN FIXTURE LOCATIONS WITH BUILDING ARCHITECTURE.
SCALE: NOT TO SCALE N.T.S.

WETLAND BUFFER PLANT LIST (within the 100" upland review area)

QTY KEY  BOTANICAL NAME COMMON NAME SIZE ROOT REMARKS
SHADE TREE
5 AR ACERRUBRUM RED MAPLE 2-25"CAL.  B&B FULL
1 QB  QUERCUS PALUSTRIS PIN OAK 2-25"CAL.  B&B FULL
MIDSIZE TREE
6 SD SALIX DISCOLOR PUSSY WILLOW 5-6' HT B&B
EVERGREEN TREES
3 GG  THUGA X 'GREEN GIANTS GREEN GIANT ARBORVITEAS 6-7' HT B&B
SHRUBS
11 cs CORNUS SERVICEA RED TWIG DOGWOOD 30-36" HT.  CONT.
10 LB LINDERA BENZOIN SPICEBUSH 2-3' HT. CONT.
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